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FEATURES AND ADVANTAGES

Efficiency by design with:
e High volume continuous flow
« PID Controlled dry heat, humidity and cooling*
 Proofer enclosure insulation

Intelligent Pan Handling
¢ Random Pan Loading capability
« Automatic pan gapping: narrow pan gaps are
automatically widened beforethey can cause a pan jam

» Each design is computer analyzed to use or create a
custom grid that is best for your complete pan set

» Stainless Steel Pan Grid constructed with 3/8" stainless rods
» Patented, omni-directional Floating Magnetic Grid Design
« High temperature stable Ferite magnets provide long life

Dependable Transport System
e Multiple caterpillar style drive mechanisms with high slip drives driven by common Variable Frequency Controller
» Automatic chain take-up
¢ Heavy duty, reinforced curves, and fully welded conveyor tracks
+ Track/chain inspection sections
e 607,84" and 115" curve radii standard
¢ Chain modules and individual castings are pull tested prior to assembly and again prior to shipment
« PLC timed chain oiler for efficient oil application on critical areas of the chain without over-application
+ Air blow off station with covers to clean chain prior to each re-lubrication cycle
» Centroid of pan handling grids directly over vertical

Efficient Conditioning System
3 Available Conditioning Systems
¢ Each system controls the environment with a thin film capacative humidity sensor and a dry bulb RTD
« Each system is easily adjustable through the touchscreen control system
+ Direct Steam Injection Proofer Conditioning
o Steam Heated Waterwash Proofer Conditioning
e Hot Fluid Heated Waterwash Pfoofer Conditioning
¢ Exhaust system designed for uniform evacuation of humidity in minimal time

Efficient, High Quality Enclosure Panels
e 4" minimum thickness
o #304 stainless steel
+ 20 gauge aluminized finish interior skin that is secured to steel formed channels
 Self supporting tongue and groove style wall and roof enclosure panels

Can manufacture as skid-mounted modular Proofer for faster assembly during on site installation

* Cooling control optional
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